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Push-in fittings 
Stainless steel 

Type No. 844.005-4 ES to 770.012-16 ES  
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Male connector, conical male thread with outer hex 

Art. No. Type No. 
T 

For tube O.D. 
mm 

P 
Thread 

B 
mm 

D 
mm 

L 
mm 

A/F* 
mm 

Standard 
thread 

135075 845.018-4 ES 4 R 1/8 7.5 10.0 22.6 11 ISO 7-1 

135076 845.018-6 ES 6 R 1/8 7.5 12.4 25.0 13 ISO 7-1 

135077 845.018-8 ES 8 R 1/8 7.5 14.0 26.3 14 ISO 7-1 

135078 845.014-4 ES 4 R 1/4 11.0 10.0 23.3 14 ISO 7-1 

135079 845.014-6 ES 6 R 1/4 11.0 12.4 25.5 14 ISO 7-1 

135080 845.014-8 ES 8 R 1/4 11.0 14.0 26.3 14 ISO 7-1 

135081 845.014-10 ES 10 R 1/4 11.0 16.5 29.3 17 ISO 7-1 

135082 845.014-12 ES 12 R 1/4 11.0 18.8 31.0 19 ISO 7-1 

135083 845.038-8 ES 8 R 3/8 11.5 14.0 24.3 17 ISO 7-1 

135084 845.038-10 ES 10 R 3/8 11.5 16.5 26.8 17 ISO 7-1 

135085 845.038-12 ES 12 R 3/8 11.5 19.0 28.2 21 ISO 7-1 

135086 845.038-14 ES 14 R 3/8 11.5 21.6 32.7 22 ISO 7-1 

135087 845.012-10 ES 10 R 1/2 15.0 16.5 27.8 22 ISO 7-1 

135088 845.012-12 ES 12 R 1/2 15.0 19.0 29.3 22 ISO 7-1 

135089 845.012-14 ES 14 R 1/2 16.5 21.8 34.5 22 ISO 7-1 

135090 845.012-16 ES 16 R 1/2 15.0 23.3 33.6 24 ISO 7-1 

 
 
             *A/F does not correspond to the EU market. 

 
 

 
 
 
 
 
 
 
 
 
 
 

845.014-10 ES 
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