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Female bulkhead connectors 
 

Type No Art. No. 
Ø1 
mm 

Ø2 
mm 

F 
mm 

a/f 
mm 

L 
mm 

D 
mm 

I max 
mm 

751.008-3 108736 3 3 M8x0.75 10 18.9 2.0 5.0 

751.012-4 108737 4 4 M11x1.0 13 30.6 2.5 11.0 

751.014-5 108738 5 5 M14x1.0 17 33.5 4.0 8.0 

751.014-6 108739 6 6 M13x1.0 16 33.0 4.5 12.0 

751.016-8 108740 8 8 M15x1.0 17 35.7 6.5 13.5 

751.020-10 108741 10 10 M17x1.0 20 39.2 8.0 17.0 

751.022-12 108742 12 12 M20x1.0 24 40.7 10.0 20.3 

751.024-14 108743 14 14 M24x1.0 27 45.9 12.0 21.9 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Female bulkhead connectors, unequal 
 

Type No Art. No. 
Ø1 
mm 

Ø2 
mm 

F 
mm 

a/f 
mm 

L 
mm 

D 
mm 

I max 
mm 

751.013-46 108744 4 6 M13x1.0 16 32.7 2.5 11.0 

751.015-48 108745 4 8 M15x1.0 17 34.4 2.5 12.0 

751.015-68 108746 6 8 M15x1.0 17 35.0 4.5 13.0 

751.017-610 108747 6 10 M17x1.0 20 37.5 4.5 14.5 

751.017-810 108748 8 10 M17x1.0 20 37.8 6.5 15.0 

751.020-612 108749 6 12 M20x1.0 24 39.0 4.5 16.0 

751.020-812 108750 8 12 M20x1.0 24 40.1 6.0 18.5 

751.020-1012 108751 10 12 M20x1.0 24 40.8 8.0 19.0 

 

 

 
 

751.016-8 

 

 

751.015-68 
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