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Technical specifications:

Contact Information

—
OPTIMIZE

CeramicSpeed 
Noergaardsvej 3, 
7500 Holstebro,  
Denmark

Environmental Protection
Operating Temperature:  
-20°C to 80°C

�Protection Rating:  
IP68, UV resistant, good resistance to 
many common chemicals

Electrical and Mechanical Specs
• �Battery: Replaceable 2600mAh

LiSOCl2, 3,6V, temperature
range -55 to +85 °C

• �Battery Life: Up to 5 years (LoRaWAN),
up to 24 months (BLE)

• �Dimensions: Ø48 x 89 mm
• �Weight: 137g
• �Mounting: M6 stud

Wireless Communication
�BLE: 2400–2480 MHz, -8 dBm output, 
Typical range: 10-50m indoor range, 
+50m outdoor range

CE Compliance
�The Optimize Edge device is CE 
Certified, meeting all European Union 
safety, health, and environmental 
protection directives. This certification 
meets standards within: EMC, LVD, 
RoHS.

Packaging and Contents 
Packaging: 
Optimize Edge device comes in ESD 
safe packaging and a mounting screw.

Optimize Gateway comes in carton box 
including antennas and 230V adapter.

Usage: 
Designed for industrial and commercial 
environments.

Storage: 
Store device in a location with ambient 
temperature of -40℃ to +30℃, 15% to 
50% Relative Humidity.

01. Low Power Accelerometer
02. High Frequency Accelerometer
03. Tri-axial IMU with gyroscope
04. Magnetic 3-axis Sensor
05. Magnetic Field Sensor
06. Dual Microphone
07. Digital Temperature Sensor (Machine Temperature)
08. Digital Temperature Sensor (Device Temperature)
09. BLE - Short Range Communication
10. Replaceable Battery 2.6 Ah – Battery lifetime 2 to 5 years

Never Compromise


